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Ref. No. - 20210116/PTM/TENDER 099 

Tender Notice 
Sealed tenders are invited from registered reputed farms registered 

organizations having all kinds of Income tax and other tax clearance under 

their PAN in the address given below for the works as given in the pages to 

be followed. 

Last date of submission of sealed tender by hand / by registered post / 

courier is 25/01/2021 within 2.00 p.m. Date of first meeting of authentic 

tender committee of college along with all the applicant, is scheduled to be 

held on 29/01/2021 at 2.00 p.m. whereas the earnest money and security 

deposit are decided as 2% of the total estimated cost and 10% of total 

estimated cost, respectively, that will be returned after decided time of 

authority within one year. 

For any further query may write to the mail address one 

query@pinglacollege.ac.in 
Address 
Dr. Sukumar Chandra, 

Principal, 
Pingla Thana Mahavidyalaya, 
Maligram, P.S.- Pingla 

Dist.- Paschim Medinipur 
Pin- 721140, West Bengal 

Authority has the discretion to cancel the tender any time, if so decided, 

Sd/- 

Principal, 
Pingla Thana Mahavidyalaya 



Abstract of Estimated cost of repairing for the Physical Education 
Department of Pingla Thana Mahavidyalaya under lab renovation 

RUSA proect works 

At Vill.+P.0.: Maligram, P.S. : Pingla, Dist.-Paschim Medinipur 

(As per Current P.W.D. Schedule of Rate) 
New Rate 

SI. (Paschim 
Med.) 

Amount 
Description of tems Quantity Units 

No. Rs. P. 

Rs. P 

Dismantling R.C. floor, roof, beams etc. Including cutting rods and removing 

rubbish as directed within a lead of 75 m. including stacking of steel bars. 

1956.00 37430.02 a) In ground floor including roof. 
2 Stripping of worn out plaster and raking out joints of walls, celings etc. upto any 

height and in any floor including removing rubbish within a lead of 75m as 
directed. 

19.136 Cu.M. 

19.136 Sq.M. 19.00 363.58 

Controlled Cement concrete with well graded stone chips (20 mm. nominal size) 

excluding shuttering and reinforcement with complete design of concrete as per 
IS: 456 and relevant special publications submission; of job mix formula after 
preliminary mix design after testing of concrete cubes as per direction of Engineer 
In-Charge. Consumption of cement will not be less than 300kg. of cement with 

Super plasticiser per cubic meter of controlled concrete but actual consumption 
will be determined on the basis of preliminary test & job-mix formula. In ground 

floor and foundation. 
using concrete mixture] 
M-20 Grade 

0.975 Cu.M. 4409.00 4298.78 a) Pakur Variety. 
4 Reinforcement for reinforced concrete work in all sorts of structures including 

distribution bars, stirrups, binders etc. initial straightening and removal of loose 

rust (if necessary), cuting to requisite length, hooking and bending to correct 

shape, placing in proper position and binding with 16 gauge black annealed wire 

at every intersection, complete as per drawing and direction. 

(a) For works in foundation, basement and upto roof of ground floor/upto 4 m. 

0 Tor steel/ Mild steel 0.031 M.T. 71269.00 2209.34 
5 125 mm. thick Brick work with 1st class bricks in cement mortar (1:4) in ground 

floor. 
6 Plaster (to wall, floor, celing etc.) with sand and cement mortar including rounding 

off or chamfering corners as directed and raking out joints including throating, 

nosing and drip course, scaffolding / staging where necessary (Ground floor). 
Excluding cost of chipping over concrete surface] 

(i) With 1:6 Cement mortar 

C) 15 mm. thick plaster. 
(D) 20 mm. thick plaste. 
Removing old scales, blisters etc. of interior surface of wals,ceiling by scraping 

etc. and preparing smooth and even surface with rendering or cement mortar (1:2) 

(as necessary), to make the surface suitable for receiving distemper. (Payment 

against this item will be made only when this has been done on the specific 

direction of the Engineer-in-charge). 

16.625 Sq.M. 705.00 11720.63 

Sqm. 
17.765 Sq.M. 
16.625 136.00 

155.00 
2261.00 

2753.58 

4.632 Sq.M. 1009.00 4673.69 



New Rate 
Si. Amount (Paschim 

Med.) 
Description of ltems Quantity Units No. Rs. P. 

Rs. P. 

8 Applying Exterior grade Acrylic primer of approved quality and brand on plastered 
or concrete surface old or new surface to receive decorative textured (matt finish) 
or smooth finish acrylic exterior emulsion paint including scraping and preparing 
the surface throughly, complete as per manufacturer's specification and as per 
direction of the EIC. 

In Ground floor. 
8.313 %Sq.M 4510.00 374.92 (6) Two Coats. 

9 White washing including cleaning and smoothening surface thoroughly. 

0 Internal (all foors) 

(b) Two coats (to be done on specific instruction). 

10 Colour washing with any shade with Stainers, as required including cleaning and 

smoothening surface thoroughly: 
) Internal surface (All floors) 
(a) One coat of colour wash 

0 Other than yellow, pink._ 

8.883 %Sa.M 1814.00 161.14 

8.883 %Sq.M 1462.00 129.87 

Total Rs 66376.53 
Add GST @12% 

Total 
Rs. 7965.1 8 
Rs. 74341.71 

743.42 Labour welfare cess@1% 
Total 

Rs. 

Rs. 75085.13 

GROSS AMOUNT Rs. 75085.13 

Say Rs. 75085.00 
(Rupees seventy five thousand eighty five only) 


